
Mira EnergySaver: Elite and Alta Models
N EW PORTE D PLATE H EAT EXCHANG E R

The new Mira plate exchanger from SPX FLOW is designed to cover a wide range of applications and secure even 

better solutions for customers in the energy and industrial segments.

By implementing research developed over the past 10 years we can now deliver an even more cost effective heat exchanger with a 

superior ratio between plate thickness and pressure rating, leading to one of our most thermally efficient heat exchangers to date.

APV H EAT EXCHANG E R S

E LITE FRAM E
WI DTH I N I NCH E S 

(M M)
H E IG HT I N I NCH E S 

(M M)

M8-EA020A 12 (305) 21 (536)

M8-EA030A 13 (326) 21 (536)

M13-EA020A 12 (305) 31 (786)

M13-EA030A 13 (326) 31 (786)

Frame dimensions:
The Mira platform consists of two plate lengths (M8 and M13)

ALTA FRAM E
WI DTH I N I NCH E S 

(M M)
H E IG HT I N I NCH E S 

(M M)

M8-MA020A 12 (305) 24 (618)

M8-MA030A 13 (326) 24 (618)

M13-MA020A 12 (305) 35 (900)

M13-MA030A 13 (326) 35 (900)

PR ECON FIG U R E D PART # EASY TO I NCOR PORATE M I RA I N LARG E R SYSTE M

M08EA20P5M15A 15 M08 PLATES .5  316 SS /  N B R GASKETS

M08EA20P5M25A 25 M08 PLATES .5  316 SS /  N B R GASKETS

M08EA20P5W15A 15 M08 PLATES .5  316 /  E PDM GASKETS

M08EA20P5W25A 25 M08 PLATES .5  316 /  E PDM GASKETS

M13EA20P5M25A 25 M13 PLATES .5  316 /  N B R GASKETS

M13EA20P5M51A 51 M13 PLATES .5  316 /  N B R GASKETS

M13EA20P5W25A 25 M13 PLATES .5  316 /  E PDM GASKETS

M13EA20P5W51A 51 M13 PLATES .5  316 /  E PDM GASKETS

Elite Preconfigured Units*:

*Available in the Americas only



SPX FLOW, Inc. reserves the right to incorporate our latest design and material changes without notice or obligation.

Design features, materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon unless confirmed in 

writing. Please contact your local sales representative for product availability in your region. For more information visit www.spxflow.com.
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• Hot/Chilled water
• Central heating
• Water/Water

• Water/Oil
• General heating and cooling duties

Design: 

Industrial frame, painted to RAL APV Blue Pantone 293

PE D AS M E

DESIG N CODE: PR ESSU R E EQU I PM E NT D I R ECTIVE PE D E N 1.3445 ASM E VI I I  D IV1 

TE M PE RATU R E: U P TO 150°C AN D U P TO 16 BAR WITH APPROPR IATE 
SE LECTIONS

U P TO 350 PS I  AN D U P TO 300°F DES IG N WITH 
APPROPR IATE SE LECTIONS

Materials: 

Plates: Stainless Steel EN 1.4404 ASTM A240 316L

Gaskets: NBR per. (FDA) and EPDM Res. High Temperature 

(ParaTemp2)

FEATU R E ADVANTAG E S WHAT´S I N IT FOR YOU!

A
I NTE R PLATE LOCKI NG SYSTE M 
I NTEG RATE D I N HANG I NG EYE

I M PROVE D PLATE PACK STAB I L ITY,  WITH 
EXTR E M E LY M I N I MAL LOSS OF H EAT TRANSFE R 
AR EA.

•  SAFE AN D ECONOM IC OPE RATION
• SIMPLE AND EFFICIENT SERVICEABILITY
•  M I N I M U M SE RVICE DOWNTI M E

B
G RADUATE D CHOCOLATE B OX 
D ISTR I B UTION

B ETTE R TH E R MAL PE R FOR MANCE OF PLATE -> 
R E DUCTION I N M 2 OF R EQU I R E D H EAT TRANSFE R 
AR EA AN D I M PROVE D PE R FOR MANCE

• I M PROVES D ISTR I B UTION OF M E DIA

C
N EW  DOU B LECLI P GASKET AFF IX I NG 
SYSTE M

I M PROVE D GASKET STAB I L ITY,  EASY R E MOVAL 
AN D R E PLACE M E NT OF GASKET. 

•  R E LIAB LE OPE RATION
• EASY AN D QU ICK TO R E PLACE
• NO SPECIAL TOOLS N E E DE D

D
COR R UGATE D PLATE PATTE R N -  H EAT 
TRANSFE R AR EA PROMOTE D TU R B U LE NCE,  M I N I M IZ ES FOU LI NG • EXCE LLE NT H EAT R ECOVE RY E FFECT

• MAX I M IZ ES R U N TI M E

A

B C

D

Elite Connections: 2” Stainless Steel Pipe NPT Thread; 50mm IPT EN 
14404 ASTM A240 316L

Alta Connections: 2” Studded, mates with ANSI B16.5; 50mm Studded, 
mates with EN1092-1 DN 50, PN 16, PN 25

Alta Lining: Unlined Carbon Steel, 2 Piece Metallined (316L SS), 
Nitrile, EPDM O-Rings

General Specifications

Typical Applications

Lead Time: 

Two weeks


