
Reversible left to right,
right to left inlet outlet

Protective lid for
harsh climate

Lockable Lid:
Anti-tamper & Childproof

Strong zinc plated
and varnished iron

Lamp count down
Failure alarm
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SEDIMENT FILTRATION BACTERIA AND VIRUSES REDUCTION

fine sediment
< 10 µm

coarse sediment
>10 µm

viruses bacteria

RAIN WATER
TREATMENT.

WELL WATER
TREATMENT.

MAINS WATER
TREATMENT.

HO.RE.CA.
WATER TREATMENT

WHAT DOES THIS PRODUCT DO?

APPLICATIONS

Reversible inlet<>outlet
The first system on the market with 

2 STAGE FILTRATION SYSTEM
WITH UV TREATMENT
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Atlas BIG F PRO is an easy to install two stage 
filtration system with UV treatment, for the removal of 
sediment and for water purification by means of  UV-C 
radiation. UV-C treatment is a physical disinfection 
treatment for the inactivation of microorganisms in 
water.
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mod.156
BIG F PRO

HOUSING
10”

LAMP
56W

FLOWRATE 55 lpm
(40mJ/cm2 UV )

mod.256
BIG F PRO

HOUSING
20”

LAMP
56W

FLOWRATE 70 lpm
(30mJ/cm2 UV )

mod.267
BIG F PRO

HOUSING
20”

LAMP
67W

FLOWRATE 95 lpm
(30mJ/cm2 UV )

INSTALLATION SCHEME EXAMPLE*CARTRIDGES CONFIGURATION

RAINWATER TREATMENT WELL WATER TREATMENT MAINS WATER TREATMENT

and more applications...

mod. 156

stage2
CPP 10” BIG 1 µm

fine
sediment

stage1
TS 10” BIG 20 µm

coarse
sediment

mod. 256 / 267

stage1
TS 20” BIG 20 µm

coarse
sediment

stage2
CPP 20” BIG 1 µm

fine
sediment

A) Prefiltration net.
B) Tank.
C) Pump.
D) BIG F PRO.

A) Well.
B) Pump.
C) BIG F PRO.

A) Municipal water inlet
B) BIG F PRO.

* The images are only for illustration purpose and are not intended to be a recommendation on the actual design of the system.
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